説明：H23/8/6

H8DUMP.exeはＶＢで作成したＲＳ２３２ｃを通してシリアルに送信されてきたデータをFDF10～FDFFFまで
をＨｅｘで表示します。当然のことながら、H8_3052側にはこの転送フログラムが必要でステッピングモータ

駆動プログラムH8_K_T5.SRCには含まれている。

[image: image1.png]FRSTHUZ FDFOO
ETTFUR  FOFFF . TR
) ?S;,?“ﬁ‘%f%” D, @ D000~00FF 0900~03FF.
——>F C C OI0~OTFF  C 0400~04FF.
OIEFFRENET . © 0200~02FF

Adr| 00 | o1 | 02 | 03 | 04 | 05| 06| 07 | 08| 09| 0AlOB|OC|OD]|OE|OF
0 [ 007 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
10 [s00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
2000 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
30|00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
40|00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
50|00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
60 |00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
7000 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
80|00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
90 |00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
A0 |00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
BO |00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
G000 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
DO| 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
E0 |00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00
FO |00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 (00





H8DUMP.EXEが起動しない場合は、このホルダ内のMSCOMM32.OCXとMSFLXGRD.OCXのﾌｧｲﾙを

c:\WINDOWS\system32のsystem32に書き込んでください。
